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ATLAS Servo Pan & Tilt Positioning System Series
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Best for Long—-Range Surveillance !
24 hours, Day and Night Operation Available
Day - Night Servo Positioning System ’
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= The first 1.32M pixel Super High Sensitivity Camera in the world!

= Amazing High Quality Image even in Night!

= Surveillance can be done without light or even in moonlight.

= Target can not feel being observed at night due to infrared illumination.
= Characters can be clearly recognized due to infrared illumi
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= Super High Sensitivity /High Definition 2/3 inch color Hb CM.

= 40xzoom lens and 2x digital zoom high performance camera Optical filter insertion mechanism. *1

= LED illuminator (Nearinfrared ) is available as option.

= illuminating range can be customized.Ask for more details.
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RE 90% LLF ( Fo45EE ) o
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58 £360Kg Velocity (Max. ) Tal Tilt. A6
Weight Approx. 60kg st Tilt: 45 /s
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90m/s over:Not operational Wather Option




BE(ERk 2/3 &% HbCMOOS #9130 B&R= LEDES Py RAISMELED
Sensor 2/3 inch color HbCMOOS 1.32M pixels LED rl umi nator Element Near infrared LED
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Joom 40x (2x digital zoom) (Option) Range 1,000m@0. 01 Ix
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Focal length 14mm~ 560mm X1 ENTLRRE PN RRINS BHTET.
F"“ﬂiff F2.8~F5. 1 %1 Camera can be changed depending on
BIERE 0.00001x (B& , BABREFT 4) application or requirement.

Min. illuminance [0.00091x (Color, Max. Sensitivity, F1.4)
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Video Output HD-SD1 :BNC1 x 1
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Sample Image: Super Sensitivity High Definition Camera with LED illuminator
Look at High Quality HD Image and Long-Range Surveillance!
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No light, 500m distance, LED illumination

applied (lllumination can not be recognized

due to invisible infrared.) Vehicle license
plate and persons can be recognized
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Twilight, 1500m, No illuminator Dark night, 1500m, No illuminator
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Y ey hfanata.  Ontaku Tokyo TAMAGAWA SEIKI AND ENGINEERING CO..LTD
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ATLAS Sales Dept. M 3E: 075588350033 f& E: 0755-88350011

TEL +81-3-3731-2131 FAX +81-3-3738-3134
http://www.contmp.com s
E-mail:sales@contmp.com ATLAS
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